Sealed quotations are invited for the following items.

<table>
<thead>
<tr>
<th>Sr. No</th>
<th>Item Description</th>
<th>Qty</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>42U Server Rack</td>
<td>20</td>
</tr>
<tr>
<td>(a)</td>
<td>PDU Single Phase for above rack</td>
<td>15</td>
</tr>
<tr>
<td>(b)</td>
<td>PDU Three phase for above Rack</td>
<td>15</td>
</tr>
<tr>
<td>Make:</td>
<td>HP/IBM/Panduit</td>
<td></td>
</tr>
<tr>
<td>2</td>
<td>Slide Console</td>
<td>20</td>
</tr>
<tr>
<td>Make:</td>
<td>HP/IBM/SAMSUNG/Panduit</td>
<td></td>
</tr>
</tbody>
</table>

The detail specification of server rack, PDU and slide console is given in annexure I

Terms & Conditions:

1. All quotations must reach undersign by 22-02-13, 5 P.M.
2. Quotation must be valid till 30-04-2013.
3. Quotation shall be submitted in two parts.
   - Part-I (Technical) should contain all technical details and specification of the offered items and applicable tax rate (like VAT etc.).
   - Part-II (Financial) should contain the price of the offered items alongwith commercial terms and conditions. The price should not be quoted in the technical bid.
5. The vendor (if not OEM) should have valid authorization for this tender enquiry from the OEM company.
6. Quantity may increase or decrease.
7. Payment terms: 90% on delivery and 10% after satisfactory installation.
8. Please quote giving unit price for each items. The vendor must quote for all the items.
9. IIT Kanpur is exempted from excise duty.
10. IIT Kanpur is exempted for partial custom duty (CD applicable to IIT Kanpur is 5.15%).
11. Minor modification can be accepted at the sole discretion of IIT Kanpur.

(Ashish Dutta)
<table>
<thead>
<tr>
<th>Sr. No.</th>
<th>ITEM</th>
<th>DESCRIPTION</th>
</tr>
</thead>
</table>
| 1      | 42U Server Rack         | Dimension: 2000mm X 600mm X 1000mm (HXWXD)  
Frame: Carbon  
Front Door: Perforated Graphite Metallic Door with locking mechanism  
Rear Door: Dual perforated Graphite Metallic door with locking mechanism  
Side Panels: Solid Removable  
Built in channels for cable management and cable management kit such as D-rings, hook etc  
Load: Static/Dynamic: 1350 Kg/ 900 Kg  
Wheel: Casters Set of 4/Tp3  
Blanking/filler Panels for front side of entire rack  
Rack should have provision to mount racks on Floor  
Rack mounting hardware and other Accessories |
|        | PDU Single phase        | Rack mount 1U Modular PDU Control Unit: single phase 32 amp input/output  
Extension Bars: 4 number minimum 8 socket, connected with cable to control unit and compatible with it. |
|        | PDU Three phase         | Rack mount 1U modular PDUs Control Unit: three phase 32 amp input/ single phase output, minimum 6 outlet points  
Extension Bars: 4 number minimum 8 socket, connected with cable to control unit and compatible with it. |
| 2      | Slide Console           | Rack Mounted 1U Slide out Console with 17” TFT Monitor, Keyboard and touchpad |