
 

 
 
 
 
 
 
 
Requirements for the Golden Jubilee: 
1)Projector with following capabilities or similar features of reputed manufactures:  
 
LCD Size 
1.06” wide panel with MLA 
Native Resolution XGA 
Brightness (White and Colour) 
8,000lm / N/A 
Contrast Ratio 5,000:1 
Projection Lens 
TYPE 
Power Zoom / Power Focus / Power Shift 
ZOOM RATIO 
1 - 1.61 
Screen Size (Projection Distance) 
ZOOM: WIDE 
60” - 500” [1.94m - 16.76m] 
ZOOM: TELE 
60” - 500” [3.19m - 27.16m] 
100” screen 3.29m - 5.37m 
Throw Ratio 1.63 - 2.65 (Wide - Tele) 
Lamp Type 340W UHE x 2 
Lamp Life 
NORMAL/ECO 
2,500 hours / N/A 
Keystone Correction 
VERTICAL/HORIZONTAL 
±30° / ±20° ( Zoom: Tele with standard lens) 
Lens Shift 
VERTICAL (UP/DOWN) 
±56% 
HORIZONTAL (LEFT/RIGHT) 
±6% 
ANALOG INPUT3/1/13 Epson EB-Z8150 



 

 
 
 
 
Input Interface 
D-SUB 15PIN 
1 (Blue) 
5BNC 
1 
COMPONENT 
5-BNC, Mini D-sub 15pin x 1 Blue-molding (in common 
with Analog RGB connector) 
COMPOSITE 
1-BNC 
S-VIDEO 
Mini DIN 
DIGITAL INPUT 
HDMI 
2 
Output Interface 
D-SUB 15PIN 
1 (Black) 
USB Interface 
USB TYPE A 
1 (For wireless LAN Adapter ELPAP07) 
USB TYPE B 
1 (For service only) 
Please send your quotations to : (before 21th march 2013 : 2PM)   
 
Mr. Abhay Jain, 
President, Students’ Gymkhana  
Room No. 209 , New SAC , 
IIT Kanpur  
Kalyanpur, Kanpur, Uttar Pradesh -208016 
 
Please write Quotations for the Projectors on the top of the sealed envelope to easily 
recognize it.   
 


