
The suppliers are requested to submit quotations for the following equipments by 25th September, 
2012 (Tuesday) to the undersigned in a sealed envelope. The price quoted should be in Indian 
rupees. 

1. Air cooled air compressor with accessories 

Specifications 

a. FAD (Capacity) in Liters Per minute: 165 LPM 
b. Working Pressure: 7–8 Bar 
c. Type: Scroll type, Air cooled, Oil free, totally enclosed in a sound proof enclosure 

including PLC, Drives, SS tank and sensors 
d. Drive System: Belt 
e. FAD (Capacity) @ 8–10 Bar: 130 
f. Inbuilt SS Air receiver Tank of 20 liters 
g. Air outlet Connection 

 

2. 10 KVA UPS System 

Details: 3 phase input and 3 phase output with a built in isolation transformer at the output. 
Complete battery bank for 1 hour back up. Ex-stock delivery is preferred.  
 

 
3. Workstation for JEOL FT NMR System 
  
 Specifications and configurations 

Workstation  HP Z400 
Processor:  Intel Xeon W3520 (2.66 GHz) 
Main memory:  2 GB (1024 MB module 2) DDR3 SDRAM (1333 MHz, ECC) 
Hard disk drive:  250 GB 7.2 krpm SATA 
Graphics adapter: NVIDIA Quadro FX580 (PCI-Express) 
Floppy disk drive: none 
Optical drive:  Super multi drive, up to 16 speed 
Keyboard:  US layout 
Mouse:   USB scroll mouse 
Network:  10Base-T, 100Base-T/TX, 1000Base-T 
Monitor:  22 inch wide TFT liquid crystal 
Operating System: Microsoft Windows 7 Professional 32bit (English version) 
Software:  Microsoft Internet Explorer 
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